
MLW100 Z
/  ROUND TUBE WET FINISHING MACHINE

nsmaquinas.com

STANDARD EQUIPMENT

__ Blocking system for wheel 
rotation

__ Variable speed for abrasive belts

__ Foot pedal for belts opening 
and wheel unblocking

__ Manual filtration system 630 (MLW100 2Z)
960 (MLW100 3Z)

weight (kg)

AVAILABLE ACCESSORIES

__ Automatic feeding system (4+4 
rollers with variable speed)

__ Photocells for automatic belts 
opening and tube inversion

__ Touchscreen with programs

__ Automatic filtration system

WEB PAGE MINIMUM BEND CHART

10-114

1-5

50x940 (x4) 
(MLW100 2Z)
50X940 (X6)
(MLW100 3Z)

diameter
capacity (Ø mm)

feeding speed 
(m/min.)

abrasive belt 
speed (m/s)

abrasive belt
dimensions (mm)

3 (x2) (MLW100 2Z)
3 (x3) (MLW100 3Z)

abrasive belt
motor (kW)

8-27

1.5 (x2) (MLW100 2Z)
1.5 (x3) (MLW100 3Z

1550x1055x1550
(MLW100 2Z)
1850x1900x1500
(MLW100 3Z)

wheel motor (kW)

consumption (A)

dimensions (mm)

20 (MLW100 2Z)
28 (MLW100 3Z)

TECHNICAL SPECIFICATIONS

__ water-cooling system to reduce
temperature and prevent dust
in the grinding area, a closed-circuit
water-cooling system is employed

__ solid and compact design__ minimum vibration even on the
longest tubes
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